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Turning on a Trimble R2 Receiver 

1. Turn on the R2 by pressing the 

power button.  

2. If the battery is charged the light 

will be green. If the light is red 

change/charge the battery.  

3. Proceed to Page 5. 

Turning on a Trimble R1 Receiver 

1. Press the power button un-

til both lights are green then 

release the power button.  

2. Wait until the left status light 

alternates between blue and 

yellow.  

3. Press and hold the 

power button for 5 sec-

onds until the left status 

light blinks only blue.  

4. Proceed to Bluetooth 

Pairing on page 5. 
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*Newer models of the R1 may not have pairing 

mode. If step 3 is unsuccessful go to page 5.  
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1. Open Apps on your  

Android device.  

 

3. Tap “Bluetooth” 

4. Turn Bluetooth on by 

tapping the On/Off toggle 

switch. 

2. Tap “Settings” 
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6. The R1/R2 receiver will 

move to “Paired Devices”.  

 

7. Tap the R1/R2 receiver un-

der paired devices and the sta-

tus will switch to “Connected”. 

8. Back out of Bluetooth 

Settings and return to the 

Android home screen by 

tapping the Return arrow 

twice.  

5. Tap the R1/R2 receiver 

under available devices.  
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1. Tap the Apps 

button on the An-

droid home screen.  

 

2. Tap the Trimble 

TerraFlex icon.  

3. Enter the email address 

and password for your 

account.  

If you will always be using 

the same email and pass-

word on this device check 

“Remember Me”.  

4. Tap “Sign In”. 
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Tap the Project    

in the list that    

you would like     

to open.   

Tap projects to open the 

projects list. Tap the pro-

ject you would like to 

open.  

First Time Opening TerraFlex Not the First Time Opening TerraFlex 
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1. Tap the Op-

tions drop 

down menu.  

3. Tap “Location      

Service”   

2. Tap 

“Settings” 

4. Tap the R1/R2 re-

ceiver under Available 

Devices. 
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5. The R1/R2 

should now be 

listed as the 

location ser-

vice.  

7. Tap inside the 

“Antenna Height” box 

and enter the height 

from ground level to 

the bottom of the R1/

R2 receiver. 

6. Tap 

“Antenna 

Settings” 

8. Leave antenna type 

as “R1/R2 Internal” 

and measurement 

method to “Bottom of 

Antenna Mount”. 
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9. Tap the re-

turn arrow to 

exit Antenna 

Settings.  

2. Choose the correc-

tion source you would 

like to use. If unsure, 

please contact your 

project administrator.  

1. In the Ter-

raFlex options 

drop down 

menu tap “Real

-Time Configu-

ration”. 

3. Tap the return ar-

row to exit settings.  
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1. From the 

TerraFlex main 

menu tap the 

“Map” button.  

3. When the required 

accuracy is reached 

tap the collect feature 

button. 

2. Try to maintain 

an open view of the 

sky. Wait until the 

required accuracy is 

reached.  

R1 = 3’ or better 

R2 = 1’ or better 

4. Choose a point fea-

ture from the list. The 

2 examples listed here 

are hydrant or pole.  
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5. The recorded 

accuracy is listed 

here.  

6. If the accuracy is 

worse than expected 

click the record GPS 

button. If accuracy is 

okay skip to step 7. 
6b. Click            to re-

record the GPS posi-

tion.   

6a. Wait until the 

estimated accura-

cy reaches the 

required number.  

6c. Once GPS is recorded click 
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7. Tap an attribute fields to 

add a value. Not all fields   

have to be filled out.  8. If photo fields are enabled a 

camera icon will be visible. 

Click the camera icon to take 

a photo.  

9. Once the position and 

attributes have been recorded 

click        to save the feature.  
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1. From the 

TerraFlex main 

menu tap the 

“Map” button.  

2. Tap the collect    

feature button.  

3. Select a line or area 

feature from the list.  

4. To begin adding 

GPS positions to the 

line or area tap the 

add vertex button.  
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Single vertex collection 

(Recommended) 

Streaming 

This option will add a vertex where you are stand-

ing at the time you push the button.  

This option activates streaming data collection where 1 

vertex is added every second. The user must continue 

moving when this option is activated.  
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Single vertex collection  

At the beginning of your line/area tap          to record 

the first vertex.  Stop periodically and tap                 

again to record another vertex. At the end of the 

line/area feature tap          to record the last vertex.  

After the last vertex has been recorded 

click        to close GPS collection.  
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Streaming 

At the beginning of your line/area tap          to record 

the first vertex. Keep walking down the line or 

around the perimeter of the area until you reach 

the end. At the end quickly press          again to 

pause GPS collection.  

After the last vertex has been recorded 

click        to close GPS collection.  
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1. Tap an attribute fields        

to add a value. Not all        

fields have to be filled 

out.  2. If photo fields are enabled a 

camera icon will be visible. 

Click the camera icon to take 

a photo.  

3. Once the position and 

attributes have been recorded 

click        to save the feature.  

Collected 
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To sync changes back to the office click the 

options drop down menu  on the TerraFlex 

home screen.  Click the “Sync” button.  

If the mobile device is connected to the in-

ternet, this will check newly collected data 

back to the office.  



Page 21 Opening Data Sent from the Office 

If existing data has 

been checked out 

from the office 

into TerraFlex it 

will be included in 

a Task.  

If tasks are availa-

ble tap the “Tasks” 

button to open 

the menu.  

Tap the task you 

wish to open from 

the list of available 

tasks.  

The task will now 

appear on the Ter-

raFlex home 

screen. Tap this 

task to open the 

task forms menu.  
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A list of all the fea-

tures included in 

the task will popu-

late. They will be 

organized by the 

ones that are clos-

est to your current 

location.  

Tap one of the 

features and click 

the edit button to 

open it. 

To edit the GPS position 

of the feature click the 

collect GPS button.  

(See Page 11) 

To edit attributes or 

take photos tap on the 

field you would like to 

edit.  

Click        when finished. 
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For training and technical support contact our Pittsburgh office and ask for locator support 

724-266-1600 


